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 GLASS PRIMER 
 
 

   EAN code: 5907588400183 item no.: 007005 cap. 15ml   
     EAN code: 5907588400176 item no.: 0070051 cap. 30ml 
     EAN code: 5907588410052 item no.: 007008 cap. 250ml 

       EAN code: 5907588404488 item no.: 007006 cap. 1000ml 
 

 

           PROPERTIES 
 

The primer is an adhesion enhancer used in the installation of car windows. 

 

           COLOUR 
 

black 

 

           METHOD OF USE 
 
Clean the area of glass edges with "BOLL Silicone remover". Apply "BOLL Priming Agent" with the applicator on 
the edge of the glass and the car body and leave it to dry for at least 15 minutes. Apply windshield adhesive with 
a manual or pneumatic squeezer to the body flange. Then lay down and press the glass lightly against the body 
flange and improve the pressure and support on the distance blocks. 

 

          PHYSICAL PROPERTIES 
  
physical state:                                                 liquid 
boiling point:                                                   79°C 
flash point:                                                      - 8°C 
autoignition temperature:                           > 200°C (does not self ignite at ambient temperature) 
density:                                                             0,92 g/cm3 
flammability limit:                                          upper: 11,5 % volume / lower: 1,8 % volume 

 

 

 

  

          OTHER INFORMATION 
 
All technical data are approximate values. We advise you to test the material to ensure suitability for your specific 
application. The producer reserves the right to improve the product and change the technical conditions with the 
possibility of making changes inside the specification. 
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